
ROSETTA® KODAH
SQUARE FIRE PIT KIT

P R E M I U M 
CONCRETE 
P A V E R S

Finally give your family a reason to put their feet up and their phones away with 
Kodah Square Fire Pit from Rosetta.

• Square shape compliments modern design
• All components included on one pallet for simple, waste-free installation
• Gas conversion kit available
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I N S TA L L AT I O N

1. Familiarize yourself with the construction details 
shown on this page.     

2. Mark out the location for your fire pit. Note 
dimensions shown are nominal so mark an area 
slightly larger than shown. 

3. Excavate for drain stone base (approx. 6”) 

4. Fill excavated area with drain stone, level, and 
compact.  

5. Place and center steel ring on prepared base.  

6. Place blocks per the pattern. (For Round Kit, keep 
Blocks 1 1/2” off steel ring)

7. Warning: Do not place Rosetta Fire Pits directly 
on Rosetta Flagstone products or any comparable 
concrete product as high heat can adversly affect 
the integrity of the product. 
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KODAH FIRE PIT
INSTALLATION INSTRUCTIONS

Thank you for choosing Rosetta Hardscapes products.  The
following are some helpful instructions to make your fire pit
installation go smoothly.  Fore in-depth technical information, see
the Rosetta Technical Guide (available at rosettahardscapes.com)
or contact technical support at (844) 367-9763 ext 3010.

Your safety is important to us. Please follow OSHA guidelines, and
utilize safety-toe boots, hardhats, gloves and eye, ear &
respiratory protection whenever appropriate.

REQUIRED TOOLS:
� Shovel
� Level
� Tape Measure
� Compaction Equipment

INSTALLATION INSTRUCTIONS:
1. Familiarize yourself with the construction details shown this

sheet.
2. Mark out a 5-ft x 5-ft square at the location for your fire pit.
3. Excavate for drain stone base (min. 6").
4. Fill excavation with drain stone. Level and compact the stone.
5. Place blocks per the construction details shown on this sheet.

Ensure that the base course is level before stacking the
second course. (The use of polyurethane concrete adhesive
between courses is optional.)

6. Once the blocks are placed, set the steel liner in the center of
the fire pit, with the lip resting directly atop the block.

7. Add additional drain stone to the center of the fire pit until the
stone covers the bottom (1) inch of the steel liner. This will
secure the liner in place.

WARNING! Do not place the firepit directly atop a patio surface.
Instead, the fire pit should be "cut in" to the patio surface to avoid
damage to the patio caused by conductive heat transfer.
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